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	To:
	Prof.  Juerg M. Matter
Project Director, 

Oman Drilling Project
	Doc. No.: 
AZD/ODP/GT-2A/DPR-28122016

	Company:
	Oman DP
	Fax No:  

	Date        :
	28/12/2016
	

	Subject   :
	Daily Progress Report

	Project    :        Phase-1: OmanDP - Scientific Drilling Programme for Oman Drilling Project in Ash Sharqiyah North Governorate and Ad Dakhiliyah Governorate

	Kindly confirm receipt by return to the mentioned Emails.


DAILY PROGRESS REPORT

Dated: 28th of December 2016
               Summary:
	Rig-1 (Dynatech: Wire Line Core Drill Rig)

	Drill Hole ID        :      GT-2A 

Coordinates          :      UTM: E655960.7    N2529193.5 

Azimuth                :      54 ºN; 
Inclination            :      60º

Location                :      Wadi Gideah

Type of Drilling    :      Core Drilling; HQ Size
Target Depth        :      400 mtrs 

Geological Target :      Gabbro-Transition from Foliated to Layered

	Drilling Status: 

Continued HQ size (63.5mm dia) core drilling from 29.4mbgl. Total loss of circulation is continued. Stopped drilling at 3:50 PM at the depth of 53.4mbgl.
Total Drill Run     :     8 nos; each being of 3 mtrs length
Today’s Drilling   :     24m

Cumulative Total :     53.40m
Remarks                :      Minor Leakage at rear of control panel-fixed; 
                                      Drilling stopped at 3:50 PM because of the non-availability of drilling water-Water tanker’s Tyre burst midway near site

	Lithology: 

Ophiolite consisting of Gabbro litho unit; Mostly fresh, strong but fractured with chlorite alteration at places; Presence of veins and veinlet of calcite at places cutting across hydrothermal solution structures; More fresh rock downward; calcite recrystallized in fractures; Trace of Pyrite also visible at places


Regards,

Nehal H Warsi








Site Geologist, 

AZD Engineering Consultancy

GSM:  +968 98037217

Email: nhwarsi@gmail.com 

Cc to: 

Sydney De Silva: sydneysdesilva@gmail.com, Mazin Al Suleimani: adrtoman@gmail.com, 

Zaher Al Suleimani: zahrslmn@omantel.net.com

