
Site Name : Hole Name : Lat. Long.
Depth : @24:00 mBRT mbsf Progress : m Seabed Depth : mBRT RT-MSL : m
Depth : @06:00 mBRT mbsf Drilling/Coring/Jetting Hrs. : hrs LAST CASING : x mbsf

Summary of Operation : : Continue POOH Jetting BHA.  Prepare 4.5"Tubing and MTL Hanger joint.
on : Install and run UWTV. mBRT: meter below rotary table

Time Breakdown ( 00:00 - 24:00 on ) mbsf: meter below sea floor
Detail of Operation

Continue POOH jetting BHA to surface.
B/O and L/D running tool.  Observed over 10kg of Debris (almost inner coating) fall down inside Drill Pipe just above the dart landing position. 

( B/O XO of running tool and remove the rust and dart  in core-tech work shop ) Meanwhile, L/D jetting assembly.
Preparation of making up  4.5" tubing and MTL hanger joint. Lay out same on riser rack.

M/U 1joint of HW joint +  running tool + Casing hanger + XO 
Install Upper Guide Horn.
Make up 8-1/2"LWD Assembly.  Install Float Valve (ported).  Length of Jar Mandrel 15".
Conduct surface test on LWD & MWD at 400gpm and 450gpm - "OK".
Set Pressure Gauge on hydraulic Line of Dual Elevator.
Paint mark on LWD Tool for UWTV searching.
RIH LWD Assembly to 324m
Conduct shallow test on MWD & LWD at 450gpm - "OK".

Telescope sensor show total magnetic force amplitude over 300nT (Schlumberger criteria). 
Check Azimuth reading by changing tool face direction by 90degrees and Telescope sensor detect direction as per pipe rotation
Estimate that it is due to local magnetic anomaly over this region and Telescope work without problem

Resume RIH 8-1/2" LWD assembly to 665m 
Find HR#1 trolley position sensor error and troubleshoot same.
Shift HR#1 to parking position by emergency travel.
Resume RIH 8-1/2" LWD assembly from to 1415m with HR#2.

Meanwhile troubleshoot HR#1.

Time Breakdown (00:00 - 06:00 on ) * The data on 00:00 - 06:00 is unofficial.
Detail of Operation

Continue RIH 8-1/2" LWD assembly to 3800mBRT.  Conduct shallow test on MWD and LWD @ 2000mBRT and 3800mBRT - "OK".
Pick up Upper and Middle Guide horn, separate lower guide horn and install UWTV.
Lower UWTV.

Bit Record
Bit
No. Min. Max. Min. Max. Outer Dull Loc. B G O.D. RP
2

BHA Record 3,800 mBRT
2,280

Slack Off Weight 
Mud Properties HPS & Traveling block 750

Below Jar 150
In Out BHA 220

1.04 110 BHA + HW 262
1.04 100

@ Personnel @24:00 Mud Materials on Board @24:00hrs (unit: kg) Helicopter Information
CDEX 9 Flt.
MQJ Crew 97 No. Are. Dept.

1 MQJ (Other) 1 1
2 MWJ 19 2
3 Scientist 29 3

Geologic Information 2012.05.01 4
Telnite 1 5

Sch-LWD 2 Safety (HSE) and other information
Sch-WL 1 Incident Last No. LTA

Magnum 3 Incident
Franks 0 LTA

Materials Stock on Board @24:00 WWT 0 HUNS cards
Unit OCC 2 Remarks
m3 NOV 1
m3 Kaiyodenshi 0
m3 Core-IRM 0
m3 Other 0
Ltrs Marine Information @24:00
Ltrs Heave (m)

Pitch (deg)
Total 165 Roll (deg)

Vessel Heading (deg)
Boat Information@24:00 Riser Tension (ton)

563 V.D. Load (Moon)
Kill mud (1.30sg) 71 Max Draught (m)

73 Thruster (kW)
Sea Water Gel 122

Weather Information
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Present Operation to 06:00

3:45

C0019C Report Date : 143°54.7875'E

29.00
1-May
29.0
29.0

37o56.3033'N

Exp. No. : Exp 343Chikyu DAILY MORNING REPORT

29.06,957.5
6,957.5

6,928.50

Mission No. : CK12-02

28.5

1-May

Trip

JFAST3

2:15

4:30

2:15
2:15

Code

Other

From To

4:30
0:00

Hrs

15:15

Trip

Other

10:45

Received Stock

VISDepth
(mBRT)

Used
286.4

MW

0

0
0

Item

0

WL

7.0

0

0

WOB (kN)

 x XO x 5"S-140 DP Pre. 59stds. x 5-1/2"S-140 DP Pre. 36stds. x 5-1/2"S-150 DP Pre. 53stds. x 5-1/2"S-150 DP New 26stds. x 6-5/8"Z-140 DP New
Bit x Bit Sub x XO x GVR-6 x ARC-6 x Telescope 675 HF x NonMag DC x 8-1/4"Stab x XO x 6-3/4"DC 9 jts. x Jar x 6-3/4" DC 6jts. x XO x 5.68"HWDP 12jts.

0

Time

0

0

00

0
0

0.1
0.3

XCD-Polymer
Rester

Barite (Bulk)

NaOH
Lime

195.10.0
86.8

2,848.5
1,041.5

0.0

6.1
98.0

5.0

(km)
22

Visibility

1021.1 12.8
Speed (m/s)

8.0 0.4 244
Dir. (deg)

1,260

(hPa) Gust (m/s) Period (s)
Wind

Dir. (deg)

Premix SW

Speed(knt)Height (m)Dir. (deg)
1.914.8 165
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150.0

103,000.0

0.0

41.7

800.0

0.0
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No.18 Kaiko-Maru

0.0Heli Fuel
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24:00 bc
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Potable Water

Fuel 

-
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kaiko
Chikyu

Lube, Oil

Fresh Water 
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Mud Pumps : 14-P-220
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M333MDSi713 UBPX
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7 x 12
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Hrs.
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8.5

MFR
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557,500

gallon/stroke @97%5.00
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Smith
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Inner

Run 8.5"LWD assembly and Re-entry into wellhead.

K+

Air
16.0

SW
15.4


