
Site Name : Hole Name : Lat.
Depth : @24:00 mBRT mbsf (14.5") Progress : m Seabed Depth : mBRT RT-MSL : m
Depth : @06:00 mBRT mbsf (14.5") Drilling/Coring/Underreaming Hrs. : hrs LAST CASING : x mbsf( 4,890.0 mBRT)

Summary of Operation on : Conduct #1 & #2 squeeze cement , set P&A plug, displace hole with inhibition mud, POOH
on : RIH WBRRT assembly. mBRT: meter below rotary table

Time Breakdown ( 00:00 - 24:00 on ) mbsf: meter below sea floor
Detail of Operation

Continue No.1 squeeze cementing No.1 squeeze cementing

(00:00-00:07) line up rig pump. BBL

(00:07-00:20) Displace w/ mud by Mud pump. 158spm x 14.3-19.7Mpa (2138stk). 0-10
(00:20-01:30) POOH from 4764m to 4502mBRT. POOH speed 5min/std. 10-20
(01:30-01:45) P/U and M/U cement joint. Line up cement line. 20-30
(01:45-02:00) Flush line and pressure test line 4000psi for 5min, OK. 30-40
(02:00-02:45) No. 1 Squeeze cementing by Cementing pump. 40-50

Pump rate 3bpm. 50-60
Total injection volume 120.5bbl.　Final pump pressure. 950psi. 60-70
After stop pumping, 412psi remain. Bleed off pressure and return 0.5bbl (float valve effective). 70-80

Open Annular and Line up to rig pump. Pump w/mud pump 230spm x 34Mpa. 20min. 80-90
Wash down from 4502m to 4764mBR,   180spm x 25-26Mpa 90-100
No.2　squeeze cementing 100-110

(05:00-05:30) Rig up cement line, flush line and pressure test line 1500psi for 5min, -ok. 110-120
Pump 41.5bbl of spacer,   4bpm x 700-300psi.

(05:30-06:00) Prepare mix cement slurry. No.2 squeeze cementing

(06:00-06:20) Pump 75.5bbl 1.89sg of cement slurry. 5bpm x max 700psi. BBL

(06:20-06:30) Pump 10bbl of spacer. 0-10
(06:30-06:45) Displace w/ mud by Mud pump. 160spm x 16-19Mpa (2125stk). 10-20
(06:45-08:00) POOH from 4764m to 4502mBRT. POOH speed 5min/std. 20-30
(08:00-08:15) P/U and M/U cement joint. Line up cement line. 30-40
(08:15-08:30) Flush line and pressure test line 4000psi for 5min, OK. 40-50
(08:30-09:00) No. 2 Squeeze cementing by cementing pump. 50-60

Pump rate 2.5-3bpm. 60-70
Total injection volume.94bbl.　Final pump pressure. 1100psi. 70-80
After stop pumping, 407psi remain. Bleed off pressure and return1.0bbl (float valve effective). 80-90

Circulate diverter string clean at 1125gpm x 34.3MPa. 90-94
Rack back cementing joint, drop sponge ball, displace casing with inhibitor mud (65m3).
Pull string from 4493 to 3600mBRT.
Spot 7.9m3 (100m column) of Hi-Vis mud @3600mBRT, POOH to 3505mBRT.
13-3/8" Casing plug back cementing (Planned cement column 3505-3405mBRT)

(14:00-15:15) Circulate while rigging up for plug back cement job. 300gpm x 4.8MPa.
(15:15-15:45) Make up cement line, flush and pressure test 2000psi for 5min, -ok.
(15:45-16:00) Pump 7.5bbl of spacer (total 10bbl), 49.1bbl of 1.89sg cement slurry and 1.5bbl of 1.6sg spacer.
(16:00-17:00) Displace cement with 1.32sg inhibition mud at 5.1-6.2 bpm, 140-410psi. Pressure start increasing after pumping161bbl. 
(17:00-18:15) Rig down cement line, POOH to 3300mBRT.

Circulate 2 times of string volume, 900gpm x 18.4MPa.
Drop sponge ball, circulate to displace hole with inhibition mud (Top of inhibition mud locate at BOP). 1275gpm x 31.3MPa.
POOH diverter assembly from 3300m to 1052mBRT.

Note:
DP states: advisory from 20:00, wind speed >20knot/s.
Isolate conduit line due to leakage pressure.
ROV Injected 20gal to BOP and 10gal to LMRP, then came up to surface w/Corrosion cap.

Rig down glycol injection skid, then installing methanol skid.
Sea current:  Chikyu 1.1-2.9 knot.  SW 5 miles 1.8-3.7 knot.

Time Breakdown (00:00 - 06:00 on ) * The data on 00:00 - 06:00 is unofficial.
Detail of Operation

Continue to POOH to surface.
Two sponge ball recover in diverter tool.

RIH WBRRT assembly to 1842mBRT.

Note:

Sea current:  Chikyu 2.3knot, SW 5miles 2.3knot @6:00.
Bit Record

Bit Dull Condition
No. Min. Max. Min. Max. Outer Dull Loc. B G O.D. RP

BHA Record 1,055.0 mBRT
7" Diverter sub x 5" DP S-140 (93stds) x 5-1/2"DP S-140 (21stds) x XO x 5-1/2" S-150 Diverter BHA 1,070

Jetting sub (4-1/2” IF) x XO x 5-1/2”DP S-140 (1std) x XO x 8-1/2” DC for drilling (2stds) x XO x 5-1/2”DP S-140 (1std) x XO x WBRRT x XO (0.29m) x 5-1/2”DP S-140 6m pup
 x 5”DP S-140 (44stds) x XO x 5-1/2"S-150

Mud Properties
Hook + HPS 740

In Out Hook block 307
1.32 145 56 72 14 25 2.6 0.5 10.8 0.2 117,200 0.2 0 15.0 2.50 14 0.52 4.89 2.9 Jar Rotating time S/N: -
1.32 140 52 70 14 25 2.6 0.5 10.8 0.2 117,200 0.2 0 15.0 2.50 14 0.51 2.83 2.9 Today - Total - hrs
1.32 145 51 64 14 26 11.3 Cutting skip @24:00

@ Personnel @24:00 Mud Materials on Board @24:00hrs (unit: kg) Total
CDEX 7 Item 15
MQJ Crew 100 Barite (Bulk) ROV

1 DC DP MQJ (SC,Other) 1 Kunigel-VO (Bulk) Status Installing methanol skid
2 MQJ (Sub sea & Hyd) 2 NaCl Last Dive
3 MWJ 15 KCl Injection Skid /135 gal

Geologic Information Scientist 0 Tel-Polymer DX / L / H Heli Information
XCD-Polymer Flt. Time Passenger

Telnite 2 Soda Ash No. Arrived Departed Are. Dept.
7 KOH 1 7 9
3 Clean Lube 2

Shale Shaker Centrifuge: hrs SLB WL 0 Tel Clean 3
No.1 No.4 No.1 Geoservice 4 Bi-Carbonate 4
No.2 No.5 No.2 Vetco 1 Lime Safety (HSE) and other information
No.3 No.6 No.3 Weatherford (CSG) 0 Defoamer 30C Incident Last No. LTA
Materials Stock on Board @24:00 MI-Swaco 4 Telnite GXL Incident

Unit NOV Anderreamer 0 Tel DD LTA
m3 Baker (Liner Hanger) 2 NaOH HUNS cards 18
m3 6 Lignite NC Remarks
m3 Tel Stop G / P
m3 Total 154 Tel Mica C / M / F
Ltrs Tel Plug C / M / F
Ltrs Tan Cal M / F / FF Marine Information @24:00
ton 243 EZ Spot Heave (m)
ton Speeder P / X Pitch (deg)

Boat Information @24:00 - Baracor-100 (gal) Roll (deg)
- Astex S Vessel Heading (deg)
- Treat HS Riser Tension (kN)
- Xanvis V.D. Load (Moon)
- Telnite OS-5 Max Draught (m)
243 Telnite HEC Thruster (kW)

Weather Information

Reported by : S. Yamada / D. Ikenomoto / T. Yokoyama
Today's Schedule: Pressure test. Recover Wear bushing. Displace riser to seawater. Approved by : Y. Uemura
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0.0
inhibitor mud (1.32)

Gel mud (for cement retainer)
LCM 20% (1.13)

total
Slug (1.60)
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2,000

2,922.50

9:17 9:24

Full

0

800

0
160

1,000
0

1,175

3380/1520/1260

1/18/14

n

300

Hook Wt. (ken) @

36,400

Empty
14 1

-3000

0
Oceaneering

To Lithology of cuttings

PfWL

0

0

73,000
8,400

Oil

0

Ann. Vel. Received Stock

1,275

Used
6,000

0.0
0

(m/min)

0
-10000

KNPP

gallon/stroke @97%5.00

LGSKMBC

Pit17:00 36,400

PV

(kern)

Depth
(mBRT) SandpHGel St.

(10", 10') Cake K+
Temp

SolidTime VIS YV

From

WBRRT

Diverter

9:15

14:00

0:00

18:30
24:0019:15

C&C

2:30

19:15
0:15

Trip

18:15

18:15 18:30

14:00
4:15

13:00

866-846

829-920

CMT
CMT

824-902
819-906
836-928
858-943

892-973

PSI

22-1055
862-1144
874-1158

1015-1096
1007-1099
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