
Site Name : Hole Name : Lat.
Depth : @24:00 mBRT mbsf Progress : m Seabed Depth : mBRT RT-MSL : m
Depth : @06:00 mBRT mbsf Drilling/Coring/Jetting Hrs. : hrs LAST CASING : x mbsf( 3,977.5 mBRT)

Summary of Operation on : Attempt free pipe.  Prepare and run FPIT.  Survey free point.
on : Continue survey free point.  Recover FPIT.  Dummy run for back-off. mBRT: meter below rotary table

Time Breakdown ( 00:00 - 24:00 on ) mbsf: meter below sea floor
Detail of Operation

Continue attempt free pipe. Angle Deg
Open lower annular BOP. LFJ 0 0.00
Stretch test and check free point.  Overpull with 100kN, check stretch 0.47m with 200kN, 1.15m with 300kN.  Calculated free pipe length: 4442.7m. LMRP 130 1.00
Close lower annular BOP and pressurize CSG annulus, 27MPa - hold.  Open lower annular BOP. BOP 160 0.50
Jar up (22times) and down (19times)  (Max overpull: 1300kN, Max slack: 450kN). Bulls eye reading @14:03
Rotate string to apply torque (Max torque by limiter 20kN-m, 12 turn).
Pressurize string to 10.5MPa, decrease SPP to 9.8MPa and hold pressure.  Bleed off SPP.
Close upper annular and pressurize CSG annulus to 20MPa and bleed pressure (16 times).

(1:30)  Change DP status to "Green".

Prepare wireline tool and carry out derrick inspection.  Flush choke, kill and boost line w/80spm x 3.3MPa.
Resume jarring Max over pull 1000kN, Max slack off 500kN (Jar up 8 times, Jar down 5 times).
Hold TBRA and rig up Schlumberger wire line equipment.

Make up FPIT (Free Point Indicator Tool).  Install wire line sheaves on crown block.  Install FPIT into drill pipe through top of hook block.
Run and survey with FPIT. FPIT Assembly

FPIT survey @ 314.48, 3853.5, 4002.3, 3960.44mBRT (wire line depth). Length from tool bottom
1. Set FPIT to target depth, pull drill string and adjust hook load. Motor Measure 1.52m
2. Over pull drill string 200-300 kN.  Set FPIT anchor @each target depth. CCL 3.01m
3. Check cable tension and slack cable 5m. 
4. Perform FPIT electrical zero measurement.
5. Apply +50kN over pull. 5'. Apply right hand torque to rotate w/HPS 5 turns (12kN-m).
6. Perform FPIT stretch measurement. 6'. Perform FPIT stretch measurement.
7. Drop Hook weight to neutral hook weight (2500kN). 7'. Release drill string torque to 0 kN-m.

FPIT station Summary table
# over pull Stretch free(%) turn Torque free(%)
1 96.8 0.25 100
2 100 5.0 100
3 0 5.0 0
4 0 5.0 86.14

Note Replace #1 mud pump motor, on going.

(00:00-21:45) Dive ROV.  Inject 6gal glycol into LMRP and wellhead connector.
Sea current @ Chikyu: 0.2-1.1 knot.  5mile SW: 0.2-2.2 knot.

Time Breakdown (00:00 - 06:00 on ) * The data on 00:00 - 06:00 is unofficial.
Detail of Operation

Continue survey with FPIT.

FPIT station Summary table
# over pull Stretch free(%) turn Torque free(%)
5 3979.5 50kN 0.0 5.0 0.0

Wind up wire and recover FPIT.
Disassemble FPIT and make up dummy run tool (Gauge diameter: 2-1/4").
Dummy run to 2568mBRT.

Run speed: 6000-9000ft/hr.

Sea current:  Chikyu 0.82 knot, 5 mile SW 0.9 knot @6:00. 
Bit Record

Bit
No. Min. Max. Min. Max. Outer Dull Loc. B G O.D. RP
3 38 132 67 81

BHA Record 4,007.0 mBRT
Bit x Bit Sub (w/Float) x 8-1/2"DC (1) x 12-1/4"Stab x 8-1/2"DC (2) x 12-1/4"Stab x 8-1/2"DC (9) x Jar x 8-1/2"DC (2) x XO x 5.68"HWDP (12) x XO x 5"DP S-140 93stds x XO 2,500

x 6-5/8"DP Z-140 330
300
260

Mud Properties
730

In Out Hook block 460
1.15 85 38 34 4 7 3.3 0.5 12.4 0.4 82,000 0.6 0 8.0 1 17 0.61 1.59 1.1
1.15 81 36 31 4 7 3.3 0.5 12.4 0.4 82,000 0.6 0 8.0 1 18 0.65 0.60 1.1

Cutting skip @24:00
@ Personnel @24:00 Mud Materials on Board @24:00hrs (unit: kg) Total

CDEX 9 Item 45
MQJ Crew 100 Barite (Bulk) ROV

1 DC DP MQJ (SC,Other) 1 Kunigel-VO (Bulk) Status
2 MQJ (Sub sea & Hyd) 1 NaCl Last Dive
3 MWJ 17 KCl Injection Skid 75 /99 gal

Geologic Information Scientist 24 Tel-Polymer DX / L / H Heli Information
XCD-Polymer Flt. Time Passenger

Telnite 2 Soda Ash No. Arrived Departed Are. Dept.
6 KOH 1 3 1
2 Clean Lube

Shale Shaker Centrifuge: hrs SLB WL 3 Tel Clean
No.1 No.4 No.1 Geoservice 6 Bi-Carbonate
No.2 No.5 No.2 Vetco 1 Lime Safety (HSE) and other information
No.3 No.6 No.3 Halliburton-LWD 3 Defoamer 30C Incident Last No. LTA
Materials Stock on Board @24:00 Halliburton-DD 1 Telnite GXL Incident

Unit Weatherford (CSG) 0 Tel DD LTA
m3 MI-Swaco 4 NaOH HUNS cards 20
m3 Tenaris 0 Lignite NC Remarks
m3 UPS (Singtel) 0 Tel Stop G / P
m3 Tel Mica C / M / F
Ltrs Total 180 Tel Plug C / M / F
Ltrs Tan Cal M / F / FF Marine Information @24:00
ton EZ Spot Heave (m)
ton 96 Speeder P / X Pitch (deg)

Boat Information @24:00 470 Baracor-100 (gal) Roll (deg)
60 Astex S Vessel Heading (deg)
24 Treat HS Riser Tension (kN)
43 Rester V.D. Load (Moon)

6 Telnite OS-5 Max Draught (m)
699 Telnite HEC Thruster (kW)

Weather Information

Reported by : D. Ikenomoto / S. Kataoka
Today's Schedule :  Continue dummy run.  Make up back-off tool and run.  Back-off. Approved by : Y. Uemura
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