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QL40- OBI

Optical televiewer

Sensor
CCD Camera

Temperature - pressure
0°-50°C (32°-122°F)
200 bar (2900 psi)
Caliper

0.05-0.53 m (2"-21") depending
on borehole conditions

Diameter - Length
40 mm (1.6") - 1.2 m (47")

Weight
4.9kg (11 Ib)

Measurements/features

- 360° RGB oriented
optical image

- Borehole azimuth and dip
- Tool internal temperature
- Relative bearing

- Magnetic field

- Gravity

Bottom [ In line

QL40- OCEAN

Water quality probe

Sensor

Idronaut ocean seven 303,
pressure, temp, conductivity,
oxygen, pH, redox

Temperature - pressure
0°-70°C (32°-158°F)

150 bar (2175 psi)
Diameter - length

44 mm (1.7") - 1.18 m (46")

Weight
5.45 kg (11 Ib)

Measurements/features

- Pressure: in dbar

-Temperature: in °C

- Conductivity
Saltwater: in mS/cm
Freshwater: in pS/cm

- Oxygen: in ppm

-pH

- Redox: in mvV

Bottom [ In line

QL40-FWS

Full waveform sonic

Sensor
Ceramic piezoelectric

Temperature - pressure
0°-70°C (32°-158°F)
200 bar (2900 psi)

Diameter - length
50 mm (2")
2.14 m (84")

Weight
18 kg (39.7 Ib)

Measurements/features

- 1Tx-4Rx standard

- Real time display and
processing of full waveforms
- Cement bond logging
(CBL)

- Porosity evaluation

- Permeability variation of
rock strength

- Calculation of rock
mechanical properties

- Identification and hydraulic
characterization of fractures

[ Bottom In line

Relative bearing

8cm

QL40- ABI

Acoustic televiewer

Sensor
Ultrasonic Transducer

Temperature - pressure

-70°C (32°-158°F)
200 bar (2900 psi)
Borehole diameter
0.05 - 0.50 m (2"-20")
depending on borehole
conditions

Diameter - length
40 mm (1.6") - 1.6 m (63")

Weight
6.7 kg (14 Ib)
Measurements/features

- 360° oriented acoustic
image (amplitude and travel
time)

- Borehole azimuth and dip
-Tool internal temperature
- Relative bearing

- Magnetic field

- Gravity

Bottom [ In line

QL40-FTC

Fluid temperature and
conductivity

Temperature - pressure
0°-70°C (32°-158°F)

200 bar (2900 psi)
Diameter - length

40 mm (1.6") - 078m(31)

Weight

3.35 kg (7.2 Ib)
Measurements/features

- Fluid temperature in °C

- Fluid conductivity in uS/cm or
mS/cm

- Compensated conductivity at
25°C in pS/cm or mS/cm

Bottom [ in line

QL40- CAL

3 arm caliper
Temperature - pressure
0°-70°C (32°-158°F)
200 bar (2900 psi)

Diameter - length
40 mm (1.6") - 87 m (73"

Weight

8.7kg
Measurements/features

- Calibrated measurement of
borehole diameter in inches,
centimeters, or millimeters

[ Bottom In line

| 2lcm

QL40- SGR

Natural spectral gamma

Sensor
BGO crystal (1 x 4")

Temperature - pressure
0°-70°C (32°-158°F)

200 bar (2900 psi)
Diameter - length

40 mm (1.6") - 0.93 m (36")

Weight

6 kg (13 Ib)
Measurements/features

- 256 channels spectrum

- Spectrum stabilized (software)

- Nuclides concentrations
- Window gamma counts

-Total gamma counts in cps and/or

API unit
O 8ottom (X inline
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